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NISSAN ARMADA

  INSTALLATION  INSTRUCTIONS &
NISSAN TITAN
MAIN GRILLE

VERY IMPORTANT !  Read and understand all directions and check the following parts list before starting
installation. 

PARTS LIST
1     Care For Grilles 1     Instruction Sheet 1           Center Speed Grille

1  Street Scene Emblem 1              RT Speed Grille
16      Installation Clips # 71098 1             LT Speed Grille

TOOL LIST
Flat Blade Screwdriver

1.   Open hood, Remove grille shell by grasping the grille assemble and pulling to release the fastening 
      points. Refer to service manual if you need futher assistance.
2.   Set grille shell on a protective covered bench or table. Refer to photo and depress the points arrowed and
      separate the outer grille from the inner grille. Remove Nissan logo at this time. Set the inner grille aside.

PHOTO Ⅰ

3.   Insert the center Speed Grille insert into the center opening of the outer grille. Refer to illustration and
      clip the Speed Grille to the shell. Use four clips across the top side and four across the bottom side.
4.   Insert the side Speed Grilles into the side openings. Clip in the same manner as the center. Use two
      clips across the top and two across the bottom.
5.   After all the Speed Grilles are securely fastened re-install the inner grille to the outer grille by gently
      pushing together until they are snaped together.
6.   Re-install grille shell into vehicle.
7.   Install the Street Scene Emblem to grille face.

ILLUSTRATION 

THE SPEED GRILLE™ may be covered by one or more of the following U.S. Patents: D427,119,D425,834,D421,585,D420,
961,D420,960,D420,959, and D420,958 may be covered by one or more pending U.S. Patent applications.
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